
DESIGN REVIEW BOARD APPLICATION 

Administered by: 
Design Review Board 

Property Address*: 

Applicant Name & Mailing Address: 

Applicant Phone Number: Applicant Fax Number: 

Property Owner’s Name & Mailing Address: 

Property Owner’s Phone Number: 

The proposed work consists of the following (check all that apply): 
Sign   Renovation 
New Building    Other Exterior Alteration 

Project Description: 

Status of Project: 

A complete application must be submitted to the Development Department no later than two weeks 
before a regularly scheduled meeting of the Design Review Board. Please contact Abe Lueders at 
(901)575-0565 or alueders@downtownmemphis.com with any questions and to submit an application.

Owner/Applicant Signature: 

Date: 

*Applications for properties that are located within a Landmarks Historic District may require additional approval
from the Landmarks Commission.  Please contact the Shelby County Division of Planning & Developement at
(901) 576-6601 for more information.

DocuSign Envelope ID: 78E349C1-9313-4767-B194-462BFB209EB0

Project can begin December of 2020- as soon as HCD decision is in- owners have GAP financing.

901-679-9978

N/A

Monica Pham- 40 N Cleveland St, Memphis TN 38104

X

Storefront will be opened, festive entrance and walkway installed, landscape improvements, signage upgrade

901-679-9978

X

Monica Pham- 40 N Cleveland St, Memphis TN 38104

40 N Cleveland St, Memphis, TN 38104

10/21/2020



• Build Vietnamese Pagoda struc-
ture out of 12” cypress timbers, 
sealed with oil for natural look or 
painted dark brown.  Timbers for 
the roof structure painted black

• Add special light fi xtures on tim-
bers and on wall along walkway

• Add small steel structure for large 
awnings along front of building.  
Steel structure likely 1” square or 
1 1/4” square.

• Paint framing for storefront red.

• Add landscape planting area at 
entrance drive along with ground 
signage.

• Add building signage with appro-
priate lighting for view from street

• Remove large mansard roof along 
front and north side of building.  
(hoping to reveal brick beneath.

• Clean brick and Paint building a 
buff  color or light tan / cream.

• Clear area behind storefront win-
dows each side of the entrance for 
viewing into store

• Add 5’ grass strip at the street, 5’ 
sidewalk, and 5’ grass strip behind 
sidewalk.

• add continuous hedge at front of 
parking spaces.

• Add street trees
• Add landscape planting area at 

entrance drive along with ground 
signage.

• Add 5’ of walkway to the existing 
walk at the building front

• Add curb bulb-out at front entry 
and create an entry walkway with 
landscaping

Bldg Four



• Paint paneling on north wall red.  
Repair / replace as needed to clean 
it up.

• Continue curbing and grass strip 
and landscape area around the 
north side for better pedestrian 
connection.

• Add 5’ of walkway to the existing 
walk at the building front

• Create area along the walkway for 
selling fresh fruit and produce or 
having monthly Farmers Market 
type events

• Replace wood paneling on front 
walls with large panel vinyl graph-
ics - either simple signage or taste-
ful graphics

Building Four Cont.



DESIGN TEAM

OWNER/CLIENT:

MONICA TRUONG - VIET HOA MARKET 

in collaboration with

MEMPHIS MEDICAL DISTRICT - 

VONECIA MITCHELL

-

-ARCHITECT:

THOMPSON PLACEMAKING

157 W.GOVERNMENT ST.

BRANDON, MS 39042

601.955.4094

DESIGNER:

FABRIC[K] DESIGN

915 FISCHER STREET, 4C

DETROIT, MICHIGAN 48214

313.727.8550

PROJECT DESCRIPTION:

THIS PROJECT DETAILS THE FACADE 

RENOVATION AND SITE IMPROVEMENTS 

FOR AN EXISTING LOCAL MARKET OF 

APPROXIMATELY 15,500 SF IN FLOOR 

SPACE. THE ENTIRETY OF THE WORK 

WILL TAKE PLACE ON THE EXTERIOR OF 

THE BUILDING. 

STRUCTURAL ENGINEER:

ALLEN & HOSHALL - 

ENGINEERS, ARCHITECTS, 

SURVEYORS

1661 INTERNATIONAL DRIVE

SUITE 100

MEMPHIS, TENNESSEE 38120

901-820-0820

VIET HOA MARKETPLACE 

PERMIT/CONSTRUCTION DOCUMENTS SET
May 1, 2020

40 NORTH CLEVELAND STREET, MEMPHIS, TENNESSEE 38104
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SHEET NUMBER

PROJECT DATA

BUILDING & SITE AREA:

EXST. GROSS SF: +/- 15,559 SF

PARCEL AREA: +/- 64,500 SF

TOTAL IMPERVIOUS COVERAGE: ---

CONSTRUCTION SUMMARY:

CONSTRUCTION TYPE: ii-B

OCCUPANCY GROUP: M - MERCANTILE
 
APPLICABLE CODES:
2015 INTERNATIONAL BUILDING CODE W/ LOCAL AMENDMENTS
2015 INTERNATIONAL EXISTING BUILDING CODE W/ LOCAL AMENDMENTS
2015 INTERNATION ENERGY CONVERSATION CODE W/ LOCAL AMENDMENTS
2014 NATIONAL ELECTRIC CODE W/ LOCAL AMENDMENTS

JURISDICTION:

CITY OF MEMPHIS/SHELBY COUNTY 
PLANNING & DEVELOPMENT DIVISION - PERMITS & CODES
6465 MULLINS STATION ROAD
MEMPHIS, TENNESSEE 38134
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THIS PROJECT DETAILS THE FACADE RENOVATION AND SITE IMPROVEMENTS FOR 
AN EXISTING LOCAL MARKET OF APPROXIMATELY 15,500 SF IN FLOOR SPACE. THE 
ENTIRETY OF THE WORK WILL TAKE PLACE ON THE EXTERIOR OF THE BUILDING.
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AD1.0 existing/demo architectural site plan X   

AD2.0 EXISTING/DEMO ELEVATIONS X   

A1.0 ARCHITECTURAL SITE PLAN X   

A1.1 PARTIAL GROUND FLOOR PLAN X   

A2.0 BUILDING ELEVATIONS X   

A2.1 BUILDING ELEVATIONS X   

A3.0 WALL SECTIONS X   

A3.1 WALL SECTIONS - PAGODA X   

A4.0 ENLARGED PLANS - PAGODA X   

A4.1 ENLARGED FACADE ELEVATIONS X   

A4.2 ENLARGED FACADE ELEVATIONS X   

A7.0 PLAN DETAILS X   

A7.1 SECTION DETAILS X   

A7.2 SECTION DETAILS X   
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ABV. ABOVE

A/C AIR CONDITIONING

ADD. ADDENDUM

ADJ. ADJACENT

AFF. ABOVE FINISH 

FLOOR

AGG. AGGREGATE

ALUM. ALUMINUM

ALT. ALTERNATE

ARCH. ARCHITECTURAL

AVG. AVERAGE

BD. BOARD

BF BOARD FEET

BLDG. BUILDING

BLKG. BLOCKING

BLW BELOW

BRZ. BRONZE

BTM. BOTTOM

BTWN. BETWEEN

CAB. CABINET

CEM. CEMENT

CF CUBIC FEET

CLG. CEILING

CJ. CONTROL JOINT

C.L. CENTER LINE

CLO CLOSET

CLR. CLEAR

CMU CONCRETE 

MASONRY UNIT

CNTR. COUNTER 

C.O. CLEAN OUT

COL. COLUMN

CONC. CONCRETE

CONN. CONNECTION

CONSTR. CONSTRUCTION

CONT. CONTINUOUS

CORR. CORRIDOR

C.T. CERAMIC TILE

CTR. CENTER

DBL. DOUBLE

DEPT. DEPARTMENT

DTL. DETAIL

DIA. DIAMETER

DIM. DIMENSION

DIV. DIVISION

DN DOWN

D.O. DOOR OPENING

DR. DOOR

DW DISHWASHER

DWG./DWGS. DRAWING

DRN. DRAIN

EA. EACH

EJ. EXPANSION JOINT
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ELEC. ELECTRIC/ 

ELECTRICAL

ELEV. ELEVATOR
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FIN. FINISH
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FTG. FOOTING

FURN. FURNITURE

FURR. FURRING

FUT. FUTURE

SC. SOLID CORE

SCHED. SCHEDULE

SDR. STORM DRAIN

SECT. SECTION
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SHLVS. SHELVES

SHWR. SHOWER

SIM. SIMILAR

SPECS. SPECIFICATIONS

SQ. SQUARE

SS SANITARY SEWER

S.ST. STAINLESS STEEL

STD. STANDARD

STL. STEEL

STOR. STORAGE

STRUCT. STRUCTURAL

SUSP. SUSPENDED

S.W. SHEARWALL

TC. TRASH COMPACTOR

TEL. TELEPHONE

TEMP. TEMPERED

T&G TONGUE & GROOVED

TYP. TYPICAL

V.B. VAPOR BARRIER
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TILE

VENT. VENTILATION
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VIF. VERIFY IN FIELD
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W/ WITH

WC. WATER CLOSET/TOILET
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W/O WITHOUT
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CODE
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NTS. NOT TO SCALE
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PVMT. PAVEMENT

RAD. RADIUS

RD. ROOF DRAIN

REINF. REINFORCING

REF. REFRIGIERATOR

REQ'D REQUIRED
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EXTERIOR EXISTING 
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EXTERIOR EXISTING 
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7
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4
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EXTERIOR EXISTING 
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EXTERIOR EXISTING 
CONDITIONS PHOTOS

3
G2.0

EXTERIOR EXISTING 
CONDITIONS PHOTOS

1
G2.0



Ex
ist

in
g S

ite
 De

m
o P

la
n

M
O

N
IC

A 
TR

UO
N

G
 - 

VI
ET

 H
O

A 
M

AR
KE

T 
in

 c
ol

la
bo

ra
tio

n 
w

ith
M

EM
PH

IS
 M

ED
IC

AL
 D

IS
TR

IC
T 

- V
O

N
EC

IA
 M

IT
CH

EL
L

VI
ET

 HO
A M

AR
KE

TP
LA

CE
AR

CH
IT

EC
TU

R
E

PL
AC

EM
AK

IN
G

IL
LU

ST
R

AT
IO

N

15
7 

W
.G

O
VE

R
N

M
EN

T 
ST

.
BR

AN
D

O
N

, M
S 

39
04

2
60

1.
95

5.
40

94

W
W

W
.T

H
O

M
PS

O
N

PL
AC

EM
AK

IN
G

.C
O

M

Date

Copyright Thompson Placemaking

CONSTRUCTION 

DOCUMENTATION

May 1, 2020

AD1.0
SHEET NUMBER

SCALE: 1/16" = 1'-0"

Existing Site Demo Plan1
AD1

GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS 

AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS 

AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND 

FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE WORK, 

RESURFACING, AND STRIPING WORK AS NEEDED.

3

3

3

110'-0" V.I.F

1
5
6
'-
0
" 
V
.I
.F

SHEET NOTES:

1. RETAIN EXISTING STOREFRONT SYSTEM. REMOVE ANY WOOD PANELING AND REPAIR AND 

REPLACE STOREFRONT AS NEEDED.

2. REMOVE AND REPLACE EXISTING STOREFRONT ENTRY DOOR SYSTEM.

3. REMOVE EXISTING METAL MANSARD ROOF PARAPET/CANOPY AND ASSOCIATED STEEL 

STRUCTURE. SEE STRUCTURAL DETAILS FOR MORE INFORMATION. 

4. REMOVE EXISTING MARKET SIGNGE. 

5. CLEAN ALL SURFACES AND PREPARE FOR EIFS WALL FINISH AND NEW PARAPET.

6. REMOVE EXISTING GUTTERS AND WALL DOWNSPOUTS. REPLACE PER NEW DETAILS.

7. CLEAN EXISTING BRICK AND PREP SURFACES TO PAINT.

8. CUT MANSARD ROOF AT THE CENTERLINE OF THE FACE OF THE BUILDING. CLEAN AND 

REPAIR METAL AT THE CUT AND THEN CLOSE THE OPENING. MATCH MATERAIL AND FINISH TO 

EXISTING MANSARD ROOF.

9. PORTION OF EXISTING METAL MANSARD ROOF TO REMAIN. REPAIR AND REFINISH AS 

NEEDED FOR NEW WORK.

10. CLEAN METAL SURFACE AND PREPARE FOR NEW PARAPET.

11. ROOF ACCESS LADDER. TO REMAIN.

X
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9

9

9

3
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GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL DIMENSIONS IN THE FIELD. IF 

DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS AND DRAWINGS, CONTACT ARCHITECT BEFORE 

PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS AS NEEDED 

BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND FLUSH SURFACE.

5. CONTRACTOR SHALL CLEAN AND SMOOTH ALL CUT METAL SURFACES TO REMAIN, AS NEEDED.

DRAWING LEGEND

AREA/ELEMENT 
TO BE 
DEMOLISHED

X

X
ROOF PITCH
RATIO

SHEET NOTES:

1. RETAIN EXISTING STOREFRONT SYSTEM. REMOVE ANY WOOD PANELING AND REPAIR AND REPLACE STOREFRONT AS NEEDED.

2. REMOVE AND REPLACE EXISTING STOREFRONT ENTRY DOOR SYSTEM.

3. REMOVE EXISTING METAL MANSARD ROOF PARAPET/CANOPY AND ASSOCIATED STEEL STRUCTURE. SEE STRUCTURAL DETAILS FOR 

MORE INFORMATION. 

4. REMOVE EXISTING MARKET SIGNAGE. 

5. CLEAN ALL SURFACES AND PREPARE FOR EIFS WALL FINISH AND NEW PARAPET.

6. REMOVE EXISTING GUTTERS AND WALL DOWNSPOUTS. REPLACE PER NEW DETAILS.

7. CLEAN EXISTING BRICK AND PREP SURFACES TO PAINT.

8. CUT MANSARD ROOF AT THE CENTERLINE OF THE FACE OF THE BUILDING. CLEAN AND REPAIR METAL AT THE CUT AND THEN CLOSE THE 

OPENING. MATCH MATERAIL AND FINISH TO EXISTING MANSARD ROOF.

9. PORTION OF EXISTING METAL MANSARD ROOF TO REMAIN. REPAIR AND REFINISH AS NEEDED FOR NEW WORK.

10. CLEAN METAL SURFACE AND PREPARE FOR NEW PAINT FINISH.
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GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL DIMENSIONS IN THE FIELD. IF 

DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS AND DRAWINGS, CONTACT ARCHITECT BEFORE 

PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS AS NEEDED 

BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND FLUSH SURFACE.

5. CONTRACTOR SHALL CLEAN AND SMOOTH ALL CUT METAL SURFACES TO REMAIN, AS NEEDED.
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SHEET NOTES:

1. RETAIN EXISTING STOREFRONT SYSTEM. REMOVE ANY WOOD PANELING AND REPAIR AND REPLACE STOREFRONT AS NEEDED.

2. REMOVE AND REPLACE EXISTING STOREFRONT ENTRY DOOR SYSTEM.

3. REMOVE EXISTING METAL MANSARD ROOF PARAPET/CANOPY AND ASSOCIATED STEEL STRUCTURE. SEE STRUCTURAL DETAILS FOR 

MORE INFORMATION. 

4. REMOVE EXISTING MARKET SIGNAGE. 

5. CLEAN ALL SURFACES AND PREPARE FOR EIFS WALL FINISH AND NEW PARAPET.

6. REMOVE EXISTING GUTTERS AND WALL DOWNSPOUTS. REPLACE PER NEW DETAILS.

7. CLEAN EXISTING BRICK AND PREP SURFACES TO PAINT.
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9. PORTION OF EXISTING METAL MANSARD ROOF TO REMAIN. REPAIR AND REFINISH AS NEEDED FOR NEW WORK.
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GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS 

AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS 

AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND 

FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE WORK, 

RESURFACING, AND STRIPING WORK AS NEEDED.

SHEET NOTES:
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2. CONSTRUCTION JOINT BETWEEN EXISITNG CONCRETE WALK AND NEW CONCRETE WALK

3. NEW CONCRETE WALK PAVEMENT

4. PORTION OF EXISTING METAL MANSARD ROOF TO REMAIN.
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GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS 

AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS 

AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND 

FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE WORK, 

RESURFACING, AND STRIPING WORK AS NEEDED.

SHEET NOTES:

1. 1" expansion joint where new eifs veneer meets existing metal mansard roof.

2. new electronic sliding storefront doors.

3. existing metal exterior siding

4. 1" expansion joint where new eifs veneer meets existing metal wall siding.

5. remaining portion of existing mansard roof

6. lamb's tongue downspout wall outlet
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1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD CONDITIONS 

AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY OPENINGS 

AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A CLEAN AND 

FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE WORK, 

RESURFACING, AND STRIPING WORK AS NEEDED.

SHEET NOTES:

1. 1" expansion joint where new eifs veneer meets existing metal mansard roof.

2. new electronic sliding storefront doors.

3. existing metal exterior siding

4. 1" expansion joint where new eifs veneer meets existing metal wall siding.

5. remaining portion of existing mansard roof

6. lamb's tongue downspout wall outlet
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ATTACHED TO EXISTING

WALL SURFACE

EIFS BUILT-UP CORNICE

LINE

EIFS BUILT-UP ARCHITRAVE

LINE

EXTERIOR LIGHT AND

STOREFRONT ANWING

BEYOND

EXTERIOR LIGHT AND

STOREFRONT ANWING

BEYOND

EXISTING STEEL

POST TO REMAIN.

EXISTING STEEL

POST TO REMAIN.

EIFS BUILT-UP WALL CORNICE

AND METLA COPING AT TOP OF WALL

EIFS BUILT-UP CORNICE LINE

NEW EIFS WALL VENEER ATTACHED

TO EXISTING WALL SURFACE

EIFS BUILT-UP COLUMN BEYOND

EXISTING STOREFRONT. REPAIR

AS NEEDED.

EXISTING SIDE WALL

AND ROOF STRUCTURE

VERIFY CONDITION AND

ASSEMBLY IN FIELD
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5
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SIM.
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6

TYP.

A7.2

5

TYP.

LAMBS TONGUE WALL 

DRAIN OUTLET LOCATED AT

EVERY COLUMN/PILASTER

PVC DOWNSPOUT

ROOF DRAIN AT

EVERY COLUMN/

PILASTER, TYP.

A7.2

4

SIM.

SIM.

NEW HSS TUBE BEAM.

SEE STRUCTURAL
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WALL SECTIONS1
A3.0

SCALE: 1/2" = 1'-0"

WALL SECTIONS2
A3.0 SCALE: 1/2" = 1'-0"

WALL SECTIONS3
A3.0 SCALE: 1/2" = 1'-0"

WALL SECTIONS4
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STEEL C6 CHANNEL

ON TOP OF STEEL STUDS

AND BTWN. EXST. VERTICAL

POST, W/ CLIP ANGLE

CONNECTION. SEE

STRUCT.

STEEL C6 CHANNEL

ON TOP OF STEEL STUDS

AND BTWN. EXST. VERTICAL

POST, W/ CLIP ANGLE

CONNECTION. SEE

STRUCT.
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A3.1
SHEET NUMBER

METAL WALL FLASHING AT 

THE WALL BEYOND

19/32"  APA EXTERIOR RATED

PLYWOOD SHEATHING

5 1/4" x 11 1/4" PARALLEL

STRAND BEAM SUPPORTING

RAFTERS

2X BLOCK BTW. CEILING

JOIST AT 1/4 & MID SPANS

TOP OF ROOF

EL. 15'-0" (V.I.F)

GRADE

EL. 0'-0" (V.I.F)

TOP OF MANSARD

EL. 20'-1" (V.I.F)

2X8 RAFTER FRAMING SPACE

@ 16" O.C.

2X8 ROOF JOIST SPACED

@ 16" O.C.

3X8 WOOD RAFTER

TAIL SPACED@ 24" O.C.

METAL ROOFING ON TOP OF

MOISTURE & BARRIER BELOW

ADHERED TO SHEATHING

6" COVE CORNER MOULD

TYP.

A7.1

3

A7.1

4

6" COVE CORNER

MOULD TYP.

1" T & G WOOD PLANK

ATTACHED TO PLYWOOD

3X8 RAFTER TAIL

SPACED@ 24" O.C.

2X6 LOOKOUT

2-PLY 

2X8 HIP RAFTER

2X8 ROOF JOISTS

SPACED @16" O.C 

BLOCKED AT 

1/4 AND MID SPANS.

SEE STRUCT.

2X8 ROOF RAFTER SPACED

@ 16" O.C.

2-PLY 2X10  ROOF RIDGE BEAM

NEW GUTTER

EXISTING STEEL BEAM

EXISTING STEEL POST TO

REMAIN W/ NEW EIFS PARAPET

12X12 TIMBER COLUMN

W/ 1 1/2" CHAMFER AT 

4 CORNERS

WALL MOUNTED EXT.

LIGHT FIXTURE

12X12 TIMBER FRAMING

EIFS PARAPET BEYOND

METAL FLASHING AT WALL

INTERSECTION

METAL ROOFING ON

TOP OF MOISTURE &

AIR BARRIER

ADHERED TO

SHEATHING

A7.1

1
A7.1

2

SIM.

A7.1

2

SIM.

19/32" APA EXTERIOR RATED

PLYWOOD SHEATING.

19/32 " APA STRUCTURAL

RATED PLYWWOD SHEATING,

SEE STRUCTURAL

19/32" APA EXTERIOR RATED

PLYWOOD SHEATING

2X CLOSURE BD. AT

ANGLE

SIM.
A7.1

1

SIM.

2x CLOSURE BOARD AT ANGLE

AROUND FRAMING, TYP.

1
1
'-
0
"

CONCRETE SPOT FOOTING

12X12 TIMBER COLUMN

W/ 1 1/2" CHAMFER AT

4 CORNERS, TYP.

1
'-
0
"

1
'-
0
"

12X12 WOOD BEAM

& GIRDER FRAMING

MEMBERS

WALL MOUNTED EXT.

LIGHTING FIXTURE

1" T & G WOOD DECKING,

ATTACHED TO PLYWOOD

2-PLY

2X10 ROOF RIDGE BEAM

2'-5 1/2"

2% SLOPE (1/4":1')

SLOPE

6"6"

6
"

1
'-
0
"

1
'-
0
"

CONCEALED POST TIE AT

COLUMN BASE, TYP. 

- SIMPSON CPT 882

6"

6
"

6
"

1
'-
0
"

1
'-
0
"

SCALE: 1/2" = 1'-0"

WALL SECTIONS - PAGODA1
A3.1 SCALE: 1/2" = 1'-0"

WALL SECTIONS - PAGODA2
A3.1

HSS 8X6X 5/16" STEEL

BETWEEN EXST. BEAMS

W/ 3/8" CAP PLATE

EXISTING STEEL BEAM

STEEL C6 CHANNEL

ON TOP OF STEEL STUDS

AND BTWN. EXST. VERTICAL

POST, W/ CLIP ANGLE

CONNECTION. SEE

STRUCT.



SHEET NOTES:

1. new tenant signage by owner.

2. existing storefront system to remain. repair and replace as needed. 

3. lamb's tongue through wall downspout outlet
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LT-1 EXT. GOOSENECK SIGN LIGHT FIXTURE - WALL MOUNTED

LT-2 EXTERIOR WALL MOUNTED FIXTURE

PT-2

GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD 

CONDITIONS AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.
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OPENINGS AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH 

WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE 

FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A 

CLEAN AND FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE 

WORK, RESURFACING, AND STRIPING WORK AS NEEDED.

SHERWIN WILLIAMS 2831 DOWNING STONE - PAINTED BRICK

SHERWIN WILLIAMS 6147 PANDA WHITE - EIFS FINISH

SHERWIN WILLIAMS 6989 DOMINO - FOR ALL METAL BRACKETS 

ASSOC. WITH TIMBER CONNECTIONS

SHERWIN WILLIAMS 2831 DOWNING STONE - EIFS FINISH

SHERWIN WILLIAMS 9503 CHERIOT - EFIS DETAIL FINISH AT 

CORNICE AND CAPITAL

SHERWIN WILLIAMS 3542 CHARWOOD - TIMBER STAIN
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E
X
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G
 B

L
D

G
.

CL

LINE OF EIFS SOFFIT/PARAPET ABOVE 

WOOD BEAMS ABOVE

REMOVE EXISTING WOOD INFILL 

PANELS & RESTORE OR REPLACE

STOREFRONT AS NEEDED.

12" X 12" SQ. WOOD

LUMBER COLUMNS

TYP.

CENTER ON DOORS

1 1/2" BTW. COLUMNS AND NEW SOFFIT

OPENING SILL BELOW

REMOVE EXISTING WOOD

INFILL PANELS & RESTORE OR

REPLACE STOREFRONT AS

NEEDED

NEW AUTOMATIC SLIDING

STOREFRONT DOUBLE DOORS
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"

1
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0
"1

'-0
"

6
"

6
"

1
'-
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"

6" 6"

6"

12'-6 1/2" SIDEWALK EXTENSION

1
7
'-
8
 3

/4
"

4'-11" V.I.F7'-7 1/2" V.I.F

LINE OF EXISTING CONCRETE SIDEWALK

VERIFY WIDTH IN FIELD

A7.0

5

TOP OF ROOF

EL. 15'-0" (V.I.F)

GRADE

EL. 0'-0" (V.I.F)

TOP OF MANSARD

EL. 20'-1" (V.I.F)

A7.0

5

SIM.

SIM.

A7.0

6

SIM.

A7.0

6

SIM.

EF-1 EF-1

A3.1

2

A3.1

1

LT-2 LT-2LT-2 LT-2

 TM-1

LT-2 LT-2 LT-2

TM-1

TM-1

PT-2

EF-1

LINE OF TIMBER STRUCTURE BELOW

METAL ROOF FINISH

STANDING SEAM METAL

 ROOF FINISH

LT-1

LIGHT FIXTURE BEYOND

TM-
1

PLANTER BED, TYPICAL

BOTH SIDES

STANDING SEAM METAL ROOF

EIFS INTERMEDIATE BAND

FINISH, TYP.
EF-3

EIFS CORNICE FINISH

TYP.

EF-3

EIFS COLUMN CAPITAL,

TYP.

EF-3

SCALE: 3/8" = 1'-0"

ENLARGED PLANS - PAGODA COLUMNS3
A4.0

SCALE: 3/8" = 1'-0"

GROUND FLOOR PLAN - ENTRY1
A4.0

SCALE: 3/8" = 1'-0"

ENLARGED PLANS - PAGODA ROOF4
A4.0

SCALE: 3/8" = 1'-0"

GROUND FLOOR PLAN - ENTRY2
A4.0



SHEET NOTES:

1. new tenant signage by owner.

2. existing storefront system to remain. repair and replace as needed. 

3. lamb's tongue through wall downspout outlet
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LT-2 EXTERIOR WALL MOUNTED FIXTURE

PT-2

GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD 

CONDITIONS AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY 

OPENINGS AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH 

WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE 

FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A 

CLEAN AND FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE 

WORK, RESURFACING, AND STRIPING WORK AS NEEDED.

SHERWIN WILLIAMS 2831 DOWNING STONE - PAINTED BRICK

SHERWIN WILLIAMS 6147 PANDA WHITE - EIFS FINISH

SHERWIN WILLIAMS 6989 DOMINO - FOR ALL METAL BRACKETS 

ASSOC. WITH TIMBER CONNECTIONS

SHERWIN WILLIAMS 2831 DOWNING STONE - EIFS FINISH

SHERWIN WILLIAMS 9503 CHERIOT - EFIS DETAIL FINISH AT 

CORNICE AND CAPITAL

SHERWIN WILLIAMS 3542 CHARWOOD - TIMBER STAIN
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1 3/4"2 1/4"

23'-4"

2" 2"
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"
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3
"

5
'-
1
0
"

3
"

2'-2 3/4"

1 3/4"

2'-1/4"

2 1/4"
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eq. eq.
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"
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t

TOP OF ROOF

EL. 15'-0" (V.I.F)

GRADE

EL. 0'-0" (V.I.F)

TOP OF PARAPET

EL. 20'-1" (V.I.F)

center line of 
storefront bay

CL CL CLCL

PT-1

EF-2

LT-1

LT-2

PT-1

EF-1

EF-1

EF-1

EF-2

EF-1 EF-1

EF-1

EF-1

EF-1EF-1

LT-1 LT-1

LT-2LT-2LT-2

1

2

PT-1

EIFS CORNICE FINISH, TYP. EF-3

EIFS INTERMEDIATE BAND FINISH , TYP. EF-3
EF-1

EF-1

EIFS COLUMN CAPITAL FINISH, TYP. EF-3

EIFS RECESSED WALL FINISH, TYP. EF-2

EF-2

333
3

SCALE: 3/8" = 1'-0"

ENLARGED ELEVATIONS1
A4.1 SCALE: 3/8" = 1'-0"

ENLARGED ELEVATIONS2
A4.1 SCALE: 3/8" = 1'-0"

ENLARGED ELEVATIONS3
A4.1



SHEET NOTES:

1. new tenant signage by owner.

2. existing storefront system to remain. repair and replace as needed. 

3. lamb's tongue through wall downspout outlet
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LT-1 EXT. GOOSENECK SIGN LIGHT FIXTURE - WALL MOUNTED

LT-2 EXTERIOR WALL MOUNTED FIXTURE

PT-2

GENERAL NOTES:

1. DO NOT SCALE DRAWINGS - DIMENSIONS GOVERN. CONTRACTOR TO VERIFY ALL 

DIMENSIONS IN THE FIELD. IF DISCREPANCIES ARE DISCOVERED BETWEEN FIELD 

CONDITIONS AND DRAWINGS, CONTACT ARCHITECT BEFORE PROCEEDING.

2. CONTRACTOR SHALL REPAIR, REPLACE AND PREP EXISTING AND NEW MASONRY 

OPENINGS AS NEEDED BEFORE BEGINNING NEW FRAMING AND EXTERIOR FINISH 

WORK.

3. REMOVE ALL EXISTING ELECTRICAL LIGHTING FIXTURES ATTACHED TO THE 

FACADE.

4. TOOTH-IN AND TUCKPOINT EXISTING MASONRY AS NECCESARY TO PROVIDE A 

CLEAN AND FLUSH SURFACE.

5. CLEAN AND PREPARE EXISTING ASHPALT PARKING SURFACE FOR NEW SITE 

WORK, RESURFACING, AND STRIPING WORK AS NEEDED.

SHERWIN WILLIAMS 2831 DOWNING STONE - PAINTED BRICK

SHERWIN WILLIAMS 6147 PANDA WHITE - EIFS FINISH

SHERWIN WILLIAMS 6989 DOMINO - FOR ALL METAL BRACKETS 

ASSOC. WITH TIMBER CONNECTIONS

SHERWIN WILLIAMS 2831 DOWNING STONE - EIFS FINISH

SHERWIN WILLIAMS 9503 CHERIOT - EFIS DETAIL FINISH AT 

CORNICE AND CAPITAL

SHERWIN WILLIAMS 3542 CHARWOOD - TIMBER STAIN

EF-2

EF-3

TM-1

EN
LA

RG
ED

 EL
EV

AT
IO

NS

M
O

N
IC

A 
TR

UO
N

G
 - 

VI
ET

 H
O

A 
M

AR
KE

T 
in

 c
ol

la
bo

ra
tio

n 
w

ith
M

EM
PH

IS
 M

ED
IC

AL
 D

IS
TR

IC
T 

- V
O

N
EC

IA
 M

IT
CH

EL
L

VI
ET

 HO
A M

AR
KE

T
AR

CH
IT

EC
TU

R
E

PL
AC

EM
AK

IN
G

IL
LU

ST
R

AT
IO

N

15
7 

W
.G

O
VE

R
N

M
EN

T 
ST

.
BR

AN
D

O
N

, M
S 

39
04

2
60

1.
95

5.
40

94

W
W

W
.T

H
O

M
PS

O
N

PL
AC

EM
AK

IN
G

.C
O

M

Date

Copyright Thompson Placemaking

CONSTRUCTION 

DOCUMENTATION

May 1, 2020

A4.2
SHEET NUMBER

2'-2 3/4"

1'-3/4"
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1
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"
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t
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'-
4
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g
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ig

h
t

center sign on the center line 

of the light fixture above

TOP OF ROOF

EL. 15'-0" (V.I.F)

GRADE

EL. 0'-0" (V.I.F)

TOP OF parapet

EL. 20'-1" (V.I.F)

CL CLCL

center line of 
storefront bay

LT-2

PT-1

EF-1

LT-1

1

2

PT-1

EF-1

EF-1 EF-1

LT-1LT-1

LT-2

PT-1

LT-2

EF-2

EF-1

EF-1

EF-1

EF-1

EF-1

EF-2

EF-2

EIFS CORNICE FINISH, TYP. EF-3

EIFS INTERMEDIATE BAND FINISH , TYP. EF-3

EIFS COLUMN CAPITAL FINISH, TYP. EF-3

SCALE: 1/2" = 1'-0"

ENLARGED ELEVATIONS4
A4.2 SCALE: 1/2" = 1'-0"

ENLARGED ELEVATIONS5
A4.2
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SCALE: 1" = 1'-0"

CORNER PIER DETAIL1
A7.0

SCALE: 1" = 1'-0"

INTERMEDIATE PIER DETAIL2
A7.0

SCALE: 1" = 1'-0"

CORNER PIER DETAIL3
A7.0

SCALE: 1" = 1'-0"

PAGODA COLUMN GROUP5
A7.0

SCALE: 1" = 1'-0"

INTERMEDIATE PIER DETAIL4
A7.0

SCALE: 1" = 1'-0"

PAGODA COLUMN GROUP6
A7.0
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SCALE: 1 1/2" = 1'-0"

EIFS TO PAGODA & SOFFIT DETAIL4
A7.1

SCALE: 1 1/2" = 1'-0"
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PAGODA ROOF EAVE DETAIL3
A7.1

SCALE: 1 1/2" = 1'-0"
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SCALE: 1 1/2" = 1'-0"
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INTERMEDIATE CORNICE PROFILE TYP.3
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SCALE: 1 1/2" = 1'-0"

TOP OF WALL CORNICE PROFILE, TYP.4
A7.2
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SCALE: 1" = 1'-0"

KNEE WALL SIGN - ELEVATION1
A7.2 SCALE: 1" = 1'-0"

KNEE WALL SIGN - ELEVATION2
A7.2

SCALE: 1" = 1'-0"

KNEE WALL SIGN - PLAN3
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